
 

Technical Information 

TECHNOMELT Q 2921 SH 

Type of adhesive 

Field of application 

Product specifications 
Softening point (R&B) 
Viscosity160°C 

Product Characteristics 
Form 
Colour 
Open time (170 °C) 

Setting time 

Hot Melt 

Ceramic industry, used as antiscratch 

109 + 2°C 
650 + 150 mPa.s 

Method 
ISO 52011 
ASTM D 3236 

granular 
White 
Short. Depending on the quantity of adhesives applied, on the type of 
support,distribution and system used. 
Short 

The product has a good temperature stability and it can be used on the lower or on the polished 
part of the tile. The product can be removed without residuals. 

Application 

Temperature 

Cleaning 

Spray, disc and spire 

150°C - 180°C for standard application 
140°C for spire application 

For cleaning of adhesive tanks and application systems we 
recommend the use of our cleaning agent V1940. While using the 
product please consider the safety instructions. 

Keep the product in the original packaging in dry and fresh places. 
Shelf life 12 months 

It is necessary to proceed according to the rules in order to avoid any 
variation on the results of sticking. We suggest to control the 
temperature with a manual thermometer to keep working temperature 
at 200°C max. 

Storage 

Remarks 

Zingonia, July 2001 

Le presenti informazioni si basano sulle nostre conoscenze ed esperienze. A causa della diversità dei materiali presenti sul mercato ed 
al fatto che le condizioni di applicazione sfuggono al nostro controllo, si deve verificare, con prove adeguate,la idoneità del prodotto 
per lo specifico uso preso in considerazione.Le responsabilità della Henkel Loctite Adesivi S.r.l. si limitano alla garanzia della costante 
qualità del prodotto. 
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