
 

Scheda Tecnica 
LIOFOL A 9112 

I. Product Description 
Type of Adhesive Liofol A 9112 is dispersion based on synthetic latex for the production of heat and 

water resistant laminated composed by aluminium on paper or cardboard through 
wet lamination process, in particular for food packaging subjected to high stress. 
Liofol A 9112 has a very high mechanical stability by working on machine. 

Liofol A 9112 is ready-to-use: water dilution is requested for working technical 
motivations and must be kept to very low level in order not to compromise the 
quality of the product. The application system must go on working even during the 
machine stop in order to avoid hardening of the adhesive on the bonding rolls. 

Application areas 

BGVV and FDA Regulations 
                  Liofol A 9112 complies with the Italian normative for the food contact, DM dated 

                    21.03.1973. Anyway the adhesive film of the finished product has no smell 
                    according to the effectiveness of the drying process. 

Specifications 
Solids content 
Viscosity range 
Rheology 
Density 

Liofol A 9112 
50 % 
< 500 mPasBrookfiel, 25 °C, 20 rpm 
Slightly tixotropic 
0.98 g/cm3 

II. Directions for use 

Application 

Cleaning 

Approx. 1-2g/m² in case of standard application 

The parts of the machines can be easily cleaned at the end of the working shift with 
water 

The product can be stored for 6 months in fresh places procted from frost. 

Due to the high quantity of different types of paper on the market, we suggest to 
verify the suitability of Liofol A 9112 for the papers to use and the required 
working making previous lamination tests. 

Storage 

Other information 
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