
Excellent page pull and flex values• 

Excellent adhesion to multiple coated and cross-grained paper fibers• 

Exceptional aging stability• 

Excellent adhesion to recycled paper stocks with  • 

a reduced number of paper fibers

Your Benefits

Complete Polyurethane Hotmelt Range 
for the Graphic Arts Industry 
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Contact

Henkel AG & Co. KGaA

40191 Düsseldorf, Germany

Phone	 +49 (0)211 797-6938 

Fax	 +49 (0)211 798-4008

E-mail	 graphicarts@henkel.com 

www.henkel.com  
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Elements of Value

For information about our comprehensive service 

offering and how it can really help your business – 

please refer to our documents about Service, 

Process and Design opportunities or contact 

your local Henkel sales representative.

Purmelt®

Viscosity 
at 130 °C  
mPas

Open time Color Application 
temperature

Application  
information

Trim time 
in seconds

Side glue  
Spine glue

Purmelt® DC 3222** 3 000 – 7 000 short transparent 120 – 130 °C wheel/nozzle > 180 spine glue

Purmelt® ME 3300* 4 000 – 8 000 medium white 115 – 125 °C wheel/nozzle 60 – 90 spine glue

Purmelt® ME 3320 4 000 – 8 000 medium transparent 115 – 125 °C wheel/nozzle 60 – 90 spine glue

Purmelt® ME 4700 GA 6 000 – 12 000 very long transparent 130 – 150 °C nozzle 60 – 90 side glue

Purmelt® QR 3317 BR 2 500 – 4 500 medium transparent 125 – 130 °C wheel/nozzle 60 – 90 spine glue

Purmelt® QR 3315 W 1 800 – 4 200 medium white 115 – 125 °C wheel/nozzle 60 – 90 spine glue

Purmelt® QR 3315T* 1 800 – 4 200 medium transparent 115 – 125 °C wheel/nozzle 60 – 90 spine glue

Purmelt® QR 4777  5 000 – 9 000 very long transparent 130 – 150 °C nozzle 60 – 90 side glue

Roundable:  * yes/offline   ** yes/inline
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