
Excellent bonding properties for all speeds,  • 

substrates & binding methodes 

Clean machinability • 

Your Benefits

Complete Range of Spine Glues for the
Graphic Arts Industry 
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Contact

Henkel AG & Co. KGaA

40191 Düsseldorf, Germany

Phone	 +49 (0)211 797-6938 

Fax	 +49 (0)211 798-4008

E-mail	 graphicarts@henkel.com 

www.henkel.com  
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Elements of Value

For information about our comprehensive service 

offering and how it can really help your business – 

please refer to our documents about Service, 

Process and Design opportunities or contact 

your local Henkel sales representative.

Technomelt® Q 

Viscosity 
at 160 °C  
mPas

Open time Color Setting 
time

Softening  
point

Trim time 
in seconds

Roundable

Technomelt® Q 3620 2 500 – 3 400 medium transparent 
yellow

medium 81 – 91 °C 50 no

Technomelt® Q 3630 4 000 – 5 400 medium water white short 74 – 84 °C 50 no

Technomelt® Q 3635 4 750 – 6 450 medium white medium 77 – 87 °C 50 no

Technomelt® Q 3640 3 000 – 4 100 medium white medium 75 – 85 °C 50 no

Technomelt® Q 3650 6 000 – 8 000 long white medium 88 – 98 °C 50 no

Technomelt® Q 3660 4 500 – 6 100 long white medium 71 – 81 °C 50 yes

Technomelt® Q 3670 5 400 – 6 600 long white medium 71 – 81 °C 85 – 95 yes

Technomelt® Q 3680 8 600 – 10 750 long white long 86 – 90 °C 70 – 80 yes

Technomelt® Q 3690 8 700 – 11 800 short white short 95 – 105 °C 40 no

Application temperature: 160 – 180 °C
Application information: Roller
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